
Truckmounted Leaf 
  Vacuums MADE IN THE U.S.A

Maximum Vacuuming Power!

Quality of Workmanship, Innovative
Design, Built to Last!

Tailgate-Mounted Vacuums
Models 711 & 716

These tailgate-mounted models have lever 
clamp tailgate mounts that allow these 
units to easily attach to the tailgate of any 
truck without tools or vehicle modifica-
tions.  The latch and lock mechanisms are 
on the outer side of the unit, so that the 
vacuum can be easily removed, even from 

Model 716 - 16 HP B & S

Bumper-Mounted Vacuums
Models 711LS & 716LS

Features of the Truckmounted Leaf Vacuums
 - Powder coat paint                               -  Easy adjust exhaust flaps 
 - 1 year warranty                                   -  Heavy duty frame assembly
 - Heavy duty intake hose with handle   - Hose hanger bracket assembly  

The Salsco Bumper Mount units attach 
directly to the Reese hitch of your tow 
vehicle, not to the tailgate.  The exhaust 
flap is easily adjusted allowing you 
to control where you blow and height 
extensions up to 38” are availabe.  As 
with the tailgate-mount, many options 
are available to fit your needs.  The 
perfect companion for this unit is the 

Adjustable lever clamps allow 
unit to mount to any tailgate.  

Salsco Swing Away Bumper Mount.  
The Bumper Mount attaches to the 
Reese hitch of the tow vehicle, and the 
Vacuum attaches to the Bumper Mount.  
This allows the vacuum to swing out of 
the way, on the bumper mount, while 
the vehicle is being emptied.  Then you 
simply swing the unit back in place and 
you are off vacuuming again.  

711/716 Options
 - 11 HP or 16 HP Briggs & Stratton
 - 45° exhaust connector 
 - From 14” to 38” height extension
 - Snow plow mounting brackets
 - Square to round reducer to mount exhaust hose to 
    collection box

a fully loaded truck.  The swivel discharge 
chute can be reversed to vacuum/unload 
debris from the truck, without removing the 
unit from your tailgate.  10’ long heavy duty 
vacuum hose, handle, and hanger bracket 
assembly are standard and easily removed 
for transport.



Specifications and Options - Models 711 & 716

Specifications and Options - Models 711LS & 716LS

MANUFACTURER OF OUTDOOR POWER EQUIPMENT
Products for Turf & Lawncare, Rental, Construction, Tree care, Wood Processing, Nursery & Farm Industries
Other Salsco Equipment

3-1/2” - 18”, Gas, Diesel, and P.T.O, Wood/Brush Chippers
Chipper Shredder Vacuum - Tailgate & Truckloader Vacuums up to 65 HP

Shaving Mills - Gas and Electric Greens Rollers

105 School House Road
Cheshire, CT  06410 U.S.A.
800-872-5726, 203-271-1682, 203-271-2596 (Fax)
sales@salsco.com, www.salsco.com

FRAME:  11 Gauge steel, continuous welds

IMPELLER HOUSING:  7 Gauge steel wrap, con-
tinuous welds

IMPELLER: 4 - 1/4” thick steel blade fans

INTAKE HOSE:  Heavy duty, 10” diameter by 10’ 
long hose

HOSE HANDLE: Lift handle with rubber grip

DISCHARGE CHUTE:  6” x 6” discharge chute

PAINT: Orange, baked polyester, powder coated 
paint finish, provides protection against ultraviolet 
rays.

FRAME:  11 Gauge steel, continuous welds

IMPELLER HOUSING:  7 Gauge steel wrap, con-
tinuous welds

IMPELLER:  4 - 1/4” thick steel blade fans

INTAKE HOSE: Heavy duty, 10” diameter by 10’ 
long hose

HOSE HANDLE: Lift handle with rubber grip

DISCHARGE CHUTE: 6” x 6” discharge chute

PAINT:   Orange, baked polyester, powder coated 
paint finish, provides protection against ultraviolet 
rays.

ENGINE OPTIONS: 11 HP Briggs & Stratton, 16 
HP Briggs & Stratton.

DIMENSIONS:  Weight - 240 lbs, Width - 28”

WARRANTY: 1 year warranty 

OPTIONS:  Snow plow mounting brackets
Square to round reducer to mount exhaust hose to 
collection box
45° exhaust connector
14” - 38” height extensions
Hose Transition, 10” to 8”
Vacuum inlet Safety Cover

ENGINE OPTIONS: 11 HP Briggs & Stratton, 16 
HP Briggs & Stratton.

DIMENSIONS: Weight - 240 lbs, Width - 28”

WARRANTY: 1 year warranty 

OPTIONS: 
Square to round reducer to mount exhaust hose to 
collection box
45° exhaust connector
14” - 38” height extension
Swing Away Bumper Mount
Hose Transition, 10” to 8”
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