
Pictured right - The extra wide infeed opening designed to reduce pruning time and 
increase efficiency.  The 810 P.T.O. has four 1/2” double-sided, reversible chip blades 
set into 2 knife pockets.  This machine is not only durable, but simple to maintain.   

CHIPPER
Model 810PTO MADE IN

THE U.S.A.

Pictured right - Speed 
sensing is an option 
offered with this machine.  
Speed sensing monitors 
the R.P.M. of the impel-
ler and stops the feed 
roll when R.P.M. drops to 
allow the impeller to come 
up to operating speed.

Pictured left - The backside of the impeller showing 
the extra wide chip blade pocket which increases chip 
exhaust thereby decreasing clogging.  Vented impeller 
housing provides even more air  flow for chip exhaust.

Quality of Workmanship, Innovative Design, Built to Last!

Only 35HP Required @ the PTO!

The 810PTO is a 10” capacity, 
hydraulic feed chipper.  This 
unit has a 10” high x 18” extra 
wide infeed opening to accom-
modate brushy material as well 
as 10” round limbs.  Hydraulics 
are self-contained; no remote 
connections to the tractor are 
needed.  The control handle 
is easily accessed from either 
side and has a slow speed, high 
speed, neutral and reverse.  The 
600 lb. impeller is 32” in diam-
eter and 2” thick steel.  It has 
six (6) welded and gusseted ex-

haust blades to exhaust chips, and 4 reversible 1/2” thick blades.  Extra wide chip pockets 
decrease clogging by allowing for better air flow and chip exhaust.
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SPECIFICATIONS - MODEL 810PTO 

INFEED OPENING: 10” x 18” opening at the infeed.

INFEED TRAY: Extra wide, 57” wide x 33” high, 1/4” thick steel plate sides, with fold down infeed tray.  Con-
trol bar positioned at top of infeed tray to control movement of the feed roll. High speed, low 
speed, neutral & reverse.

FRAME: 2” x 4” rectangular tubing with support gussets and continuous welds for strength.

IMPELLER
HOUSING:

1/4” thick steel, impeller housing is vented to provide more air flow for chip exhaust.

EXHAUST CHUTE: 360º swivel exhaust chute and exhaust flap are both quickly and easily adjusted to direct 
exhaust with no tools. (270º stop available, if required)

FEED ROLL: Large 21” diameter x 18” long, 600 lb., weighted feed roll with 14 rows of 1-1/4” long replace-
able knives, and scraper bars to prevent wrapping.

IMPELLER: Fully balanced, 2” thick x 32” diameter steel impeller with six (6) welded and gusseted exhaust 
paddles, mounted on a 4-1/2” diameter steel hub.  600 lbs.  (Approximately)

CHIP BLADES: Four (4) - 7-1/4” x 4” x 1/2” double-sided, reversible, bolted, and set into two (2) knife pockets.

BED KNIVES: Two (2). One horizontal, 1” thick x 7” x 18” and one vertical, 1” thick x 8-3/8” x 9”. Both knives 
are replaceable, sharpenable & adjustable.

DRIVE SHAFT & 
SHIELD:

Heavy duty slip clutch drive shaft with shield, rated at 80HP @ 1,000 RPM.

BEARINGS: 4-bolt, heavy duty, cast iron, greaseable & self-centering.

HYDRAULIC
COMPONENTS:

Heavy duty 1,200 lb., weighted box type feed system. Feed rate, 0 - 125’ per minute. Hoses - 
SAE JIC hose ends & fittings.  Motor - Char-Lynn, 11.3 displacement, Pump - Sunstrand, 62 
cu.in, control valve with relief valve.

HYDRAULIC TANK: 10-1/4” x 10-1/4” x 8-1/4” steel tank.  3.5 gallon capacity, with lockable filler cap with dip stick.

AXLE: 6,000 lb., Torflex Idler Axle, features an independent suspension, cushioned with rubber, pro-
viding a smooth, quiet ride with no transfer of road shock from one wheel to the other.

TIRE/WHEEL 
ASSEMBLIES:

Two (2) ST225/75R15, 8 ply, 28.10” dia. Max load 2,540 lbs., each. High speed, highway rim 
mounted on a 6-bolt white spoke wheel.

HITCH: Farm type coupler.

FENDERS: Extra heavy duty 1/4” diamond plate fenders with safety light guards.

GUARDS/DECALS: All moving parts guarded.  Full set of safety decals.

PAINT: Orange, polyester powder coat paint provides excellent outdoor weatherability and offers pro-
tection against ultraviolet discoloration.  All parts painted separately.

OPTIONS: Speed Sensing, Hydraulic Feed Roll Lift Cylinder, Height Adjustable Exhaust Chute, Hand 
Crank Swivel Exhaust Chute, Easy Adjust Exhaust Chute Flap, 6,000 lb. Axle with Electric 
Brakes, 3” Pintle Coupler, 2-5/16” Ball Coupler, Extra Set of Chip Blades.

DIMENSIONS: Length: 11’  Width: 5’ 5”  Height: 7’ 7”  Weight: 3,840 lbs.

MANUFACTURER OF OUTDOOR POWER EQUIPMENT
Products for Turf & Lawncare, Rental, Construction, Tree Care, Wood Processing, Nursery & Farm Industries

3-1/2” - 18” Capacity, Gas, Diesel, & PTO Wood/Brush Chippers - Slab Chippers
Gas, Electric & Tow Behind Rollers - Tranz-Former Roller - CRV Core Recovery Vehicle

Mini-Paver - Mini-Track Paver - Cobra Curbers - Scorpion Router - Concrete Paver
Chipper Shredder Vacuums - Tailgate & Truckloader Vacuums

9 cu. yds. - 50 cu. yds. Per Hour, Electric, PTO & Diesel Powered Shaving Mills
105 Schoolhouse Road
Cheshire, CT  06410 U.S.A.
800-872-5726 (Toll Free), 203-271-1682, 203-271-2596 (Fax)
www.salsco.com, sales@salsco.com


