Simple Design & Easy to Operate!

STANDARD FEATURES & SPECIFICATIONS

Two (2) casters at rear provide smoother maneuvering over rough terrain.
Controls are located on one convenient panel.
Large pneumatic tires provide greater shock absorption.
Tool shaft is one piece
Six (6) sizes of bits available for a wider range of applications.
Easily installed and removed routing tool.

ENGINE - 10.5 HP Briggs & Stratton
LENGTH - 44”
WIDTH - 22”
HEIGHT - 39-1/2”
WEIGHT - Approximately 130 lbs.

CARBIDE TIP ROUTER BITS

<table>
<thead>
<tr>
<th>PART #</th>
<th>0205076</th>
<th>0205075</th>
<th>0205074</th>
<th>0205073</th>
<th>0205072</th>
<th>0205071</th>
</tr>
</thead>
<tbody>
<tr>
<td>Size</td>
<td>1/4”</td>
<td>3/8”</td>
<td>1/2”</td>
<td>5/8”</td>
<td>3/4”</td>
<td>1”</td>
</tr>
<tr>
<td>Length</td>
<td>1-1/2”</td>
<td>1-1/2”</td>
<td>1-1/2”</td>
<td>1-1/2”</td>
<td>1-1/2”</td>
<td>1-1/2”</td>
</tr>
</tbody>
</table>

Bits are sized to fit the joint or crack, resulting in excellent anchor points for sealant material adhesion. Depending upon aggregate, depth and width of cut required, production is estimated at 100-200 feet per hour.