SCORPION
PAVEMENT ROUTER

Simple Design & Easy to Operate!

STANDARD FEATURES & SPECIFICATIONS

Two (2) casters at rear provide smoother maneuvering over rough terrain.
Controls are located on one convenient panel.
Large pneumatic tires provide greater shock absorption.
Tool shaft is one piece.
Six (6) sizes of bits available for a wider range of applications.
Easily installed and removed routing tool.

ENGINE - 10.5 HP Briggs & Stratton
LENGTH - 44”
WIDTH - 22”
HEIGHT - 39-1/2”
WEIGHT - Approximately 130 lbs.

CARBIDE TIP ROUTER BITS

<table>
<thead>
<tr>
<th>PART #</th>
<th>0205076</th>
<th>0205075</th>
<th>0205074</th>
<th>0205073</th>
<th>0205072</th>
<th>0205071</th>
</tr>
</thead>
<tbody>
<tr>
<td>Size</td>
<td>1/4”</td>
<td>3/8”</td>
<td>1/2”</td>
<td>5/8”</td>
<td>3/4”</td>
<td>1”</td>
</tr>
<tr>
<td>Length</td>
<td>1-1/2”</td>
<td>1-1/2”</td>
<td>1-1/2”</td>
<td>1-1/2”</td>
<td>1-1/2”</td>
<td>1-1/2”</td>
</tr>
</tbody>
</table>

Bits are sized to fit the joint or crack, resulting in excellent anchor points for sealant material adhesion. Depending upon aggregate, depth and width of cut required, production is estimated at 100-200 feet per hour.

Specifications & Features Subject to Change Without Notice

MANUFACTURER OF OUTDOOR POWER EQUIPMENT
Products for Turf & Lawncare, Rental, Construction, Tree Care, Wood Processing, Nursery & Farm Industries
3-1/2” - 18” Capacity, Gas, Diesel, & PTO Wood/Brush Chippers - Slab Chippers
Gas, Electric & Tow Behind Rollers - Tranz-Former Roller - CRV Core Recovery Vehicle
Mini-Paver - Mini-Track Paver - Cobra Curbers - Scorpion Router - Concrete Paver
Chipper Shredder Vacuums - Tailgate & Truckloader Vacuums
9 cu. yds. - 50 cu. yds. Per Hour, Electric, PTO & Diesel Powered Shaving Mills

105 Schoolhouse Road
Cheshire, CT 06410 U.S.A.
800-872-5726 (Toll Free), 203-271-1682, 203-271-2596 (Fax)
www.salsco.com, sales@salsco.com